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CHALK-LINE SPACING
RHOMBOID FACADE TILE 29 x 29 (PREFA)
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CAD DETAILS
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, 490 , 490 , 490 , 490 ! starter strip lenght = 1800 mm
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STRUCTURE
VERTICAL CROSS-SECTION

smwemste  RAOOMBOID FACADE TILE 29 x 29 (PREFA)
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@ rhomboid fagade tile 29 x 29 (PREFA)

@ solid sheathing conforming to national guidelines
(3) ... Wandrautenhat fiir 20x29

@ counter batten - ventilation gap

@ nogging piece

@ insulation

@ fastener driven into the supporting structure

structural substrate
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BOTTOM CONNECTION
VERTICAL CROSS-SECTION
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@ incoming air

@ leading plate for rhomboid roof tile 29 x 29
@ rhomboid fagade tile 29 x 29 (PREFA)
@ ... Wandrautenhaft fir 29x29

@ edge cleat strip

@ cover flashing

@ insertion profile (PREFA)

@ perforated metal plate (canted)

solid sheathing conforming to national guidelines

@ counter batten - ventilation gap
nogging piece
@ insulation

@ fastener driven into the supporting structure

@ structural substrate
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EXTERNAL CORNER
HORIZONTAL CROSS-SECTION
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(1) rhomboid fagade tile 29 x 29 (PREFA)
@ channel profile (canted)

@ external corner flashing

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ structural substrate
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INTERNAL CORNER

HORIZONTAL CROSS-SECTION
sameweensme  RAOOMBOID FACADE TILE 29 x 29 (PREFA)
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= (1) rhomboid fagade tile 29 x 29 (PREFA)

@ channel profile (canted)

@ internal corner (canted)

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ solid sheathing conforming to national guidelines @ structural substrate

@ counter batten - ventilation gap
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WINDOW LEDGE
VERTICAL CROSS-SECTION

samwemste  RAOMBOID FACADE TILE 29 x 29 (PREFA)
CAD DETAILS

@ rhomboid fagcade tile 29 x 29 (PREFA)

@ ... PREFA Wandrautenhaft fiir 29x29

@ continuous pre-formed supporting flashing strip
@ window ledge

@ perforated metal plate (canted)

@ clips

@ solid sheathing conforming to national guidelines
counter batten - ventilation gap

@ nogging piece

insulation

@ fastener driven into the supporting structure

@ structural substrate
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WINDOW REVEALS
HORIZONTAL CROSS-SECTION
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@ rhomboid fagade tile 29 x 29 (PREFA)
@ jamb flashing

(3) insertion profile (PREFA)

@ channel profile (canted)

@ solid sheathing conforming to national guidelines
| @ counter batten - ventilation gap

TN @ nogging piece

insulation

@ fastener driven into the supporting structure

@ structural substrate
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WINDOW LINTEL
VERTICAL CROSS-SECTION
sameweensme  RAOOMBOID FACADE TILE 29 x 29 (PREFA)
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incoming air

@ leading plate for rhomboid roof tile 29 x 29
@ rhomboid fagcade tile 29 x 29 (PREFA)
(3) rhomboid roof clip 29 x 29

@ edge cleat strip

@ cover flashing

@ insertion profile (PREFA)

@ perforated metal plate (canted)

solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

nogging piece

@ insulation

@ fastener driven into the supporting structure

@ structural substrate
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ROOF PARAPET
VERTICAL CROSS-SECTION
RHOMBOID FACADE TILE 29 x 29 (PREFA)

CAD DETAILS
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. (1) rhomboid fagade tile 29 x 29 (PREFA)
,,, 7 @ cleat strip
, ,,,,, \ @ perforated metal plate (canted)
,,,, ,,, 7 /K @ roof parapet flashing
[ @ separating layer
N
@ solid sheathing conforming to national guidelines

7) 6) @ counter batten - ventilation gap

@ nogging piece

@ insulation
@ fastener driven into the supporting structure

@ structural substrate
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